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ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

BOPP TAPE
ECONOMIC
GRADE

40 µ ±1µ 23 µ ±1µ 17 µ ±1µ 6.25 N 3 cm > 24 Hours 28.68 N 109.57%

42 µ ±1µ 23 µ ±1µ 19 µ ±1µ 6.47 N 3 cm > 24 Hours 29.68 N 110.79%

43 µ ±1µ 25 µ ±1µ 18 µ ±1µ 6.56 N 3 cm > 24 Hours 30.24 N 113.45%

ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

BOPP TAPE
GENERAL
PURPOSE

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 31.55 N 126.52%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 32.56 N 134.00%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 33.18 N 135.62%



ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

BOPP
TAPE
HEAVY
DUTY

55 µ ±1µ 28 µ ±1µ 27 µ ±1µ 7.95 N 3 cm > 24 Hours 45 N 146.00%

60 µ ±1µ 38 µ ±1µ 22 µ ±1µ 8.45 N 3 cm > 24 Hours 43 N 145.00%

65 µ ±1µ 38 µ ±1µ 27 µ ±1µ 8.35 N 3 cm > 24 Hours 43 N 143.00%

66 µ ±1µ 38 µ ±1µ 28 µ ±1µ 8.75 N 3 cm > 24 Hours 43 N 145.00%

90 µ ±1µ 60 µ ±1µ 30 µ ±1µ 9.65 N 3 cm > 24 Hours 45 N 150.00%

70 µ ±1µ 38 µ ±1µ 32 µ ±1µ 9.82 N 2.8 cm > 24 Hours 44 N 139.00%

ITEM 36 mm 45 mm 60 mm 72 mm48 mm

BOPP TAPE
INDUSTRIAL
USE

500 M 28 Roll/box 20 Roll/box 20 Roll/box 16 Roll/box 12 Roll/box

900 M 14 Roll/box 10 Roll/box 10 Roll/box 8 Roll/box 6 Roll/box

1000 M

Diameter

Panjang

14 Roll/box 10 Roll/box 10 Roll/box 8 Roll/box 6 Roll/box



ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

EASY STEAR
STATIONERY
TAPE

40 µ ±1µ 23 µ ±1µ 17 µ ±1µ 6.25 N 3 cm > 24 Hours 9.56 N >10%

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 9.56 N >10%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 9.56 N >10%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 9.56 N >10%

40 µ ±1µ 23 µ ±1µ 17 µ ±1µ 6.25 N 3 cm > 24 Hours 28.68 N 109.57%

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 31.55 N 126.52%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 33.18 N 135.62%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 32.56 N 134.00%

NON EASY
STEAR
STATIONERY
TAPE

ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

BOPP
PRINTING
DESIGN

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 31.55 N 126.52%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 32.56 N 134.00%



ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

EASY TEAR
RAINBOW
TAPE

40 µ ±1µ 23 µ ±1µ 17 µ ±1µ 6.25 N 3 cm > 24 Hours 9.56 N >10%

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 9.56 N >10%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 9.56 N >10%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 9.56 N >10%

40 µ ±1µ 23 µ ±1µ 17 µ ±1µ 6.25 N 3 cm > 24 Hours 28.68 N 109.57%

45 µ ±1µ 25 µ ±1µ 20 µ ±1µ 7.3 N 3 cm > 24 Hours 31.55 N 126.52%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 33.18 N 135.62%

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 32.56 N 134.00%

NON EASY
TEAR
RAINBOW
TAPE

ITEM
Total

Thickness
(µ)

Film
Thickness

(µ)

Adhesive
Thickness

(µ)

Ball Tack
(Ball #14)

Holding
Power

(Hours)

Elongation
(%)

Tensile
Strength

(N/10 mm)

Adhesion
to Steel

(N/25 mm)

BOPP
BLOCK
COLOR

48 µ ±1µ 25 µ ±1µ 23 µ ±1µ 7.5 N 3 cm > 24 Hours 32.56 N 134.00%

50 µ ±1µ 28 µ ±1µ 22 µ ±1µ 8.2 N 3 cm > 24 Hours 33.18 N 135.62%





ITEM Description

Duct Tape Economic Grade

Duct Tape Economic Grade

Cloth Tape Economic Grade

Cloth Tape Economic Grade

Cloth Tape Economic Grade

#BTI 45 S

#BTI 45 M

#BTI 70 M

#BTI 70 A

#BTI 80 A

Mesh

45

45

70

70

80

Ball Tack
(Ball No)

26

28

28

30

30

Thickness

ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

GENERAL
PURPOSE

Natural rubber base
Low-density

polyethylene coated cloth 50oC
13 Kgf
/25mm

0.9 Kgf
/25mm

270 Micron

(mil) (µ)

Peel Adhesion

(oz/in) (gf/25 mm)

Tensile Strength

(lbs/in) (kgf/25 mm)

9.4

10.2

10.2

11.8

11.8

240

260

260

300

300

28.2

31.8

33.5

35.2

35.2

800

900

950

1000

1000

26.4

26.4

28.6

30.8

33

12

12

13

14

15



(Warna lain tersedia
berdasarkan permintaan)

ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

GAFFER
TAPE

Natural rubber base
Low-density

polyethylene coated cloth 50oC
16 Kgf
/25mm

1.2 Kgf
/25mm

300 Micron

ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

UV CLOTH
TAPE

Natural rubber base
Low-density

polyethylene coated cloth 50oC
15 Kgf
/25mm

1.1 Kgf
/25mm

300 Micron



ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

SPECIALTY
TAPE

Natural rubber base
Low-density

polyethylene coated cloth 50oC
14 Kgf
/25mm

1.0 Kgf
/25mm

270 Micron





ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

GENERAL
PURPOSE

Natural rubber base Crepe Paper 80oC
7.2-9.9
kg/in

24.7 oz/in 125 µ

ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Strength ThicknessTensile

Strength

AUTOMO-
TIVE TAPE

Natural rubber base Crepe Paper 95oC
7.2-9.9
kg/in

15.8 oz/in 147 µ



ITEM Adhesive Carrier Maximum
Temperature

Adhesive
to Steel ThicknessTensile

Strength

AUTOMO-
TIVE TAPE

Natural rubber base Crepe Paper 80oC
92 n

/25mm
> 11 n
/25mm

0.13 mm





ITEM Adhesive Carrier Maximum
Temperature

Holding
Power

Initial Tack

DOUBLE
EVA FOAM

PR-90

Transparent
Solvent-based acrylic

Eva Foam 80oC ≤ 50 mm > 1440 Mins

Release Liner Thickness
Liner

Thickness
Eva Foam

1000 µ 

Tape Color

Black / whiteGreen PE Film 130 µ

ITEM Adhesive Carrier Maximum
Temperature

Holding
Power

Initial Tack

DOUBLE
EVA FOAM

PR-90

Transparent
Solvent-based acrylic

Eva Foam 80oC ≤ 50mm > 1440 Mins

Release Liner Thickness
Liner

Thickness
Eva Foam

1000 µ 

Tape Color

WhiteMotif white & green 130 µ



ITEM Adhesive Carrier Maximum
Temperature

Holding
Power

Initial Tack

DOUBLE
SIDE PE

FOAM
TAPE

Solvent-based acrylic

PE Foam 80oC ≤ 50mm > 1440 Mins

Release Liner Thickness
Liner

Thickness
Eva Foam

1120 µ 

Tape Color

BlackRed PE Release Film 80 µ

ITEM Adhesive Carrier Maximum
Temperature

Holding
Power

Initial Tack

DOUBLE
ACRYLIC

FOAM
TAPE

Non-solvent
Acrylic

Acrylic Foam 80oC ≤ 50mm > 1440 Mins

Release Liner Thickness
Liner

Thickness
Acrylic Foam

1000 µ 

Tape Color

GreyRed PE Liner 80 µ





ITEM Adhesive Carrier Maximum
Temperature

Holding
Power Thickness180o Peeling

Strength

#MC-901 Transparent
Solvent-based acrylic Non-woven tissue paper 95oC

1.5+0.2 kg
/25mm

> 700 Mins 90 µ

ITEM Adhesive Carrier Maximum
Temperature

Holding
Power Thickness180o Peeling

Strength

#MC-1001 Transparent
Solvent-based acrylic Non-woven tissue paper 110oC

1.7+0.2 kg
/25mm

> 700 Mins 100 µ







ITEM Adhesive Carrier Maximum
Temperature

Adhesi0n
to Steel

Peeling
Strength

ALUMINIUM
TAPE

Solvient Acrylic

Alumium 120oC
> 10 N
/25mm

≥ 20 N
/25mm

Holding Power Release
Paper

Thickness

25 µ + 1 Under 1000g Weight without falling of 24 hours 83 g/m3 + 3 g



ITEM Adhesive Carrier Maximum
Temperature

Adhesi0n
to Steel

Elongation
at break

CAN
SEALING

TAPE
Rubber Base Glue PVC Film

80oC 170%
≥ 0.38kg

/25mm

Dielectric
Breakdown

Tensile
Strength

Thickness

0.103mm7.5 KV 16.0 Mpa



ITEM Adhesive Carrier Maximum
Temperature

Adhesive
Power ThicknessShear

Strength

CARPET
TAPE

Glassine Paper
White or Brown,

coated with silicone
Recycled Paper White 70oC > 72 hours 42 N/25mm 0.26mm



ITEM Adhesive Carrier Maximum
Temperature

Adhesi0n
to Steel

Elongation
at break

FILAMENT
TAPE

Synthetic Rubber PET Film with glass fiber

-10oC - 80oC 5%
≥ 16 N
/ 25mm

Holding Power Tensile
Strength

Thickness

0.14mm>48 Hours 900 N / 25mm



ITEM Adhesive Carrier Maximum
Temperature

Holding
Power ThicknessAdhesion

to steel

KRAFT
TAPE

Hot melt adhesive Kraft Paper 33oC
≥ 15 N
/ 25mm

> 180 minutes 125 µ + 5



ITEM Adhesive Carrier Maximum
Temperature

Elongatuin
at break (%) ThicknessAdhesion

to steel

METALIZE
TAPE

Acrylic Emulsion BOPP Metalized Film 40oC
≥ 6.4 N
/25mm

150 + 25 50 µ + 5



ITEM Adhesive Carrier Maximum
Temperature

Adhesion
to Steel

Elongation
at break

PVC
TAPE

Rubber Base Glue PVC Film

80oC 150% - 220% ≥ 1.45 N/cm

Voltage Rating
UL 510

Tensile
Strength

Thickness

0.13mm600V 20 N /cm



ITEM Adhesive Carrier Maximum
Temperature

Tensile
Strength ThicknessAdhesion

Strength

PROTECTION
TAPE

Solvent acrylic
base adhesive LDPE film backing coated 33oC

≥ 300g
/ 25mm

≥ 200kg
/cm2 46 µ





Properties Metric English Test Method

Total Thickness 1mm (1000 µ m) 39.37 Mil PSTC-133/ASTM D 3652

Adhesion to Steel
(Let sit for 30min) 10N/25mm 35.98 Oz/ln. PSTC-101/ASTM D 3330

Adhesion to Steel
(Let sit for 24H) 15N/25mm 53.97 Oz/ln. PSTC-101/ASTM D 3330

Holding Power
2.5cm*2.5cm*1kg*23°C 24H 72H PSTC-107/ASTM D 3654

Holding Power
2.5cm*2.5cm*0.25kg*80°C 72H 24H PSTC-107/ASTM D 3654

Holding Power
2.5cm*2.5cm*0.1kg*120°C 4H 4H PSTC-107/ASTM D 3654

Service Temperature -20 ~ +120°C -4 ~ +248°F -------------

Applying Temperature +10 ~ 40°C +50 ~ +105°F -------------

NANO TAPE

NANO TAPE

NANO TAPE adalah pita perekat sintetis yang terdiri dari susunan tabung nano karbon yang 
ditransfer ke bahan pendukung pita polimer fleksibel. Lem akrilik digunakan sebagai substrat, 
yang terdiri dari substrat dan membran isolasi. karakteristik ketahanan penuaan, tahan cuaca, 
tahan suhu dan tidak ada residu lem. 

Umumnya banyak digunakan 
pada kulit, papan nama, alat 
tulis, elektronik, aksesoris tetap, 
alas kaki, kerajinan tangan, kait, 
pasta penentuan posisi dan 
tujuan lainnya.



Jl. Raya Wedi Komp. Gdg. Sinar Gedangan G/03

Sidoarjo 61254, Jawa Timur

E: marketing@berrytapeindonesia.com

P: (+6231) 99721806 / (+6231) 99721346


